Power Generation Application

QUESTIONNAIRE FOR SELECTION AND SIZING

OF

“BG-ANK” BIOMASS GASIFIER SYSTEMS

	Data on Potential User’s Organisation

	
	
	

	Name of Organisation
	:
	Studio Green Energy

	
	
	

	Address for Correspondence
	:
	

	Telephone and Fax Nos
	:
	

	
	
	

	Name of Managing Director/

Proprietor/Managing Partner
	:
	

	Data on Electric Power Demand
	

	
	

	( End-Use of Electric Power
	:
	Captive Power Consumption / Grid Feeding

	
	
	

	In case of Captive Electric Power Generation
	:
	

	
	
	

	-   Present Power Requirement 
	:
	*  Peak Demand       25 (kW)

	
	
	*  Normal Demand    10 (kW)

	
	
	*  Minimum Demand 5 (kW)

	
	
	

	- Present Mode of Power Supply
	:
	Public Net

	
	
	

	- In case through SEB grid, kindly specify
	:
	*  Transfer Rating  _________ KVA

*  Primary Voltage   ________ KV

*  Secondary Voltage _______ V


	-  In case through DG Set
	:
	*  No of DG Set         
	-


	

	
	
	*  Rating if each DG set

    (KVA)
	-
	

	
	
	*  Speed of DG Set

    (KVA)
	-
	

	
	
	*  Make  
	-
	

	
	
	*  Year of Manufacture
	-
	

	
	
	
	
	

	In case of Grid Feeding
	:
	

	
	
	

	- Line Voltage to which power    to be fed (KV)
	:
	

	
	
	

	- Amount of power desired to be fed (KV)
	:
	

	
	
	

	- No of working hours/day of the    factory
	:
	

	
	
	

	- No of working days/year of the factory
	:
	

	Details on Availability of Biomass

	
	
	

	-  Available Biomass Type

[please tick (() whichever    appropriate]
	:
	· High Density (e.g. wood/wooden waste)

(  High Density agro-residue

· Tuver Stalks

· Straw, Maize, Arundo donax, Miscanto

· Fines (low density)

· Rice Husk

· Saw Dust

· Soya Dunnage

· Others (please specify)

	
	
	

	- Estimated quantum available (tons per annum)
	:
	2000

	
	
	

	- Prevailing price of Biomass (Rs.per ton)
	:
	0,015 €/kg




